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SCREENS HIGHER
THAN 8' WILL HAVE]
A HORIZONTAL
EAM.

BASE BAR
FRONT VIEW
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OPERATORS ISCREEN FABRIC SYSTEM DIMENSIONS
SOMFY REGULAR MOTOR ROLLAC MAX WIDTH: 19°'-6"
SOMFY RTS MOTOR RECOMMENDS MAX HEIGHT 19’
MERMET SATINE MIN WIDTH 3
COLLECTION. MIN HEIGHT 3—6"
MAX SQFT 235 SQFT

KEY TECHNICAL FEATURES

POWDER COATED
CO—EXTRUDED INNER RAIL
ICONIC SHAPED AXLE
SCREENS WELDED
MOTORIZED UNITS HAVE
OBSTACLE DETECTION
DEVICE.

NOTE: CRYSTAL FABRIC IS WELDED
INTO FIBERGLASS FABRIC SUCH AS
MERMET SATINE OR MERMET NATTE.

ALL DIMENSIONS ARE IN FEET/INCHES.

ROLLAC ZIPSHADE 150 SYSTEM SPECIFICATION
WITH CRYSTAL FABRIC INSERT FOR VISIBILITY.

14"

SCREEN FABRIC

g"

/
CRYSTAL FABRIC WIDTH IS 54™.
THERE WILL BE A I/2" OVERLAP AT SEAM.

MAXIMUM VISIBLE CYSTAL WIDTH IS 53"

MEASUREMENTS SHOW MINIMUM FABRIC
WIDTyROUND CRYSTAL FABRIC.
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5331 W. Orange St.
Pearland, Tx. 77581
Tel: 281—485—-1911
www.rollac.com




